
CYPRUS 

SANITATION SYSTEMS

*Pumped Outlets available

Please refer to www.cyprussanitation.com for continued product development. Compressor 

specification, media, diffuser and baffle construction differ in the individual plant size.  Cyprus 

Sanitation operates a continued policy of R&D so the individual specification may alter. 

Technical Specification – Population 3 – Built to British Standards  BS:6297:1983  20-30-20

Single Phase 240/50Electricity Supply3150 litresAv Capacity

180kgWeight Empty (approx.)60wPower Consumption

3 tonManhole Covers Steel Ped

Loading

ExternalCompressor Blower 60w

38 hrsNominal Retention Time575mmGround Level to Outlet Invert    

Chamber 2

StandardGravity System500mmGround Level to Inlet Invert Chamber 1

.60kg/day BODDesign Spec1No of Tanks

300m sq per m3Media Bed Surface Area 100m21260mmWidth Tank

U3 KS-240 5mPumped Outlet*1490mmHeight Tank

POP 3 (existing house)



CYPRUS 

SANITATION SYSTEMS

*Pumped Outlets available

Please refer to www.cyprussanitation.com for continued product development. Compressor 

specification, media, diffuser and baffle construction differ in the individual plant size.  Cyprus 

Sanitation operates a continued policy of R&D so the individual specification may alter. 

Single Phase 240/50Electricity Supply3150 litresAv Capacity

276kgWeight Empty (approx.)60wPower Consumption

3 tonManhole Covers Steel Ped 

Loading

ExternalCompressor Blower 60w

38 hrsNominal Retention Time575mmGround Level to Outlet Invert    

Chamber 2

StandardGravity System500mmGround Level to Inlet Invert Chamber 1

.60kg/day BODDesign Spec2No of Tanks

300m sq per m3Media Bed Surface Area 100m21260mmWidth Tank

U3 KS-240 5mPumped Outlet*1490mmHeight Tank

POP 3 (new house)

Technical Specification – Population 3 – Built to British Standards  BS:6297:1983  20-30-20



CYPRUS 

SANITATION SYSTEMS

*Design Hydraulic Flow = litres per day DWF

Please refer to www.cyprussanitation.com for continued product development. Compressor 

specification, media, diffuser and baffle construction differ in the individual plant size.  Cyprus 

Sanitation operates a continued policy of R&D so the individual specification may alter. 

20:30:20Effluent Quality

Single Phase 240/50Electricity Supply3000 litresMaximum Capacity

220kgWeight Empty (approx)60wPower Consumption

12 monthsDe-sludging Interval-Full LoadingExternalCompressor Blower

60 hrsNominal Retention Time500mmGround Level to Inlet Invert

StandardGravity System4000mmLength Tank

.36kg/day BODDesign Organic1260mmWidth Tank

1200 litresDesign Hydraulic Flow *1000mmHeight Tank

Technical Specification – Population 6 – Built to British Standards 20-30-20

POP 6



CYPRUS 

SANITATION SYSTEMS

*Design Hydraulic Flow = litres per day DWF

Please refer to www.cyprussanitation.com for continued product development. Compressor 

specification, media, diffuser and baffle construction differ in the individual plant size.  Cyprus 

Sanitation operates a continued policy of R&D so the individual specification may alter. 

Technical Specification – Population 10 – Built to British Standards 20-30-20

POP 10

20:30:20Effluent Quality

Single Phase 240/50Electricity Supply3260 litresMaximum Capacity

350kgWeight Empty (approx)80wPower Consumption

6-9 monthsDe-sludging Interval-Full LoadingExternalCompressor Blower

60 hrsNominal Retention Time500mmGround Level to Inlet Invert

StandardGravity System4000mmLength Tank

.60kg/day BODDesign Organic1260mmWidth Tank

2000 litresDesign Hydraulic Flow *1490mmHeight Tank



CYPRUS 

SANITATION SYSTEMS

*Design Hydraulic Flow = litres per day DWF

Please refer to www.cyprussanitation.com for continued product development. Compressor 

specification, media, diffuser and baffle construction differ in the individual plant size.  Cyprus 

Sanitation operates a continued policy of R&D so the individual specification may alter. 

Technical Specification – Population 12 – Built to British Standards 20-30-20

POP 12

20:30:20Effluent Quality

Single Phase 240/50Electricity Supply3520 litresMaximum Capacity

370kgWeight Empty (approx)80wPower Consumption

6-9 monthsDe-sludging Interval-Full LoadingExternalCompressor Blower

60 hrsNominal Retention Time500mmGround Level to Inlet Invert

StandardGravity System4000mmLength Tank

.72kg/day BODDesign Organic1260mmWidth Tank

2400 litresDesign Hydraulic Flow *1490mmHeight Tank



CYPRUS 

SANITATION SYSTEMS

*Design Hydraulic Flow = litres per day DWF

Please refer to www.cyprussanitation.com for continued product development. Compressor 

specification, media, diffuser and baffle construction differ in the individual plant size.  Cyprus 

Sanitation operates a continued policy of R&D so the individual specification may alter. 

Technical Specification – Population 15 – Built to British Standards 20-30-20

POP 15

20:30:20Effluent Quality

Single Phase 240/50Electricity Supply10872 litresMaximum Capacity

380kgWeight Empty (approx)280wPower Consumption

60-90 daysDe-sludging Interval-Full LoadingExternalCompressor Blower

85 hrsNominal Retention Time500mmGround Level to Inlet Invert

StandardGravity System4000mmLength Tank

900g/day BODDesign Organic1260mmWidth Tank

3000 litresDesign Hydraulic Flow *1490mmHeight Tank



CYPRUS 

SANITATION SYSTEMS

*Design Hydraulic Flow = litres per day DWF

Please refer to www.cyprussanitation.com for continued product development. Compressor 

specification, media, diffuser and baffle construction differ in the individual plant size.  Cyprus 

Sanitation operates a continued policy of R&D so the individual specification may alter. 

Technical Specification – Population 18 – Built to British Standards 20-30-20

POP 18

20:30:20Effluent Quality

Single Phase 240/50Electricity Supply10872 litresMaximum Capacity

510kgWeight Empty (approx)280wPower Consumption

60-90 daysDe-sludging Interval-Full LoadingExternalCompressor Blower

80 hrsNominal Retention Time500mmGround Level to Inlet Invert

StandardGravity System4000mmLength Tank

1080g/day BODDesign Organic1260mmWidth Tank

5000 litresDesign Hydraulic Flow *2100mmHeight Tank



CYPRUS 

SANITATION SYSTEMS

*Design Hydraulic Flow = litres per day DWF

Please refer to www.cyprussanitation.com for continued product development. Compressor 

specification, media, diffuser and baffle construction differ in the individual plant size.  Cyprus 

Sanitation operates a continued policy of R&D so the individual specification may alter. 

Technical Specification – Population 22 – Built to British Standards 20-30-20

POP 22

20:30:20Effluent Quality

Single Phase 240/50Electricity Supply10950 litresMaximum Capacity

720kgWeight Empty (approx)280wPower Consumption

60-90 daysDe-sludging Interval-Full LoadingExternalCompressor Blower

80 hrsNominal Retention Time500mmGround Level to Inlet Invert

StandardGravity System4000mmLength Tank

1500g/day BODDesign Organic1560mmWidth Tank

5000 litresDesign Hydraulic Flow *1910mmHeight Tank 



CYPRUS 

SANITATION SYSTEMS

*Design Hydraulic Flow = litres per day DWF

Please refer to www.cyprussanitation.com for continued product development. Compressor 

specification, media, diffuser and baffle construction differ in the individual plant size.  Cyprus 

Sanitation operates a continued policy of R&D so the individual specification may alter. 

Technical Specification – Population 25 – Built to British Standards 20-30-20

POP 25

20:30:20Effluent Quality

Single Phase 240/50Electricity Supply10872 litresMaximum Capacity

740kgWeight Empty (approx)280wPower Consumption

60-90 daysDe-sludging Interval-Full LoadingExternalCompressor Blower

80 hrsNominal Retention Time500mmGround Level to Inlet Invert

StandardGravity System5000mmLength Tank

1500g/day BODDesign Organic1560mmWidth Tank

5000 litresDesign Hydraulic Flow *1910mmHeight Tank 



CYPRUS 

SANITATION SYSTEMS

*Design Hydraulic Flow = litres per day DWF

Please refer to www.cyprussanitation.com for continued product development. Compressor 

specification, media, diffuser and baffle construction differ in the individual plant size.  Cyprus 

Sanitation operates a continued policy of R&D so the individual specification may alter. 

Technical Specification – Population 35 – Built to British Standards 20-30-20

POP 35

20:30:20Effluent Quality

Single Phase 240/50Electricity Supply14500 litresMaximum Capacity

810kgWeight Empty (approx)1.1 KWPower Consumption

60-90 daysDe-sludging Interval-Full LoadingExternalCompressor Blower

55 hrsNominal Retention Time500mmGround Level to Inlet Invert

StandardGravity System5000mmLength Tank

2100g/day BODDesign Organic1560mmWidth Tank

7000 litresDesign Hydraulic Flow *1910mmHeight Tank 


